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CORPORATE OVERVIEW 

Interspiro has over 60 years of experience in the 
design of Breathing Apparatus for demanding 
firefighting and diving conditions  

>> Industry firsts, include positive pressure, full composite  
     cylinders, 300 bar technology, computer monitored SCBA 

>> Part of Ocenco, the joint group ranks among the worlds 
     largest manufacturers of breathing protection equipment  



Interspiro Diving System Approach 





>> The complete SCUBA has a 
     CE-approval (EN250)  

>> Cylinders DOT approved 

>> Interspiro has full control over  
     integration of all parts of the  
     SCUBA equipment 

>> ñSuperior performance for   
      cold  water useò (NEDU) 



DIVATOR LITE  
Carbon fiber composite cylinder pack  



DIVATOR LITE  
Design concept  
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ÅWeight empty  12,3 kg ( 27,0 lbs ) 

ÅWeight full (air)  17,0 kg (37,5 lbs ) 

ÅService pressure 300 bar ( 4350 psi) 

ÅTest pressure PT 450 bar (6525 psi) 

ÅMin burst pressure 900 bar ( 13050 psi ) 

ÅLifetime Europe     No Limit (US 15 years) 

ÅUnderwater application DOT approved 

ÅHydrostatic pressure test Every 5th year 

ÅInside cylinder inspection Every 5th year 
   

DIVATOR LITE  
Cylinder Technical Data (6.7 liter, 140 cu ft)  



ÅWeight empty  7,2 kg   ( 15,8 lbs ) 

ÅWeight full (air)  9,4 kg           (20,7 lbs ) 

ÅService pressure 300 bar ( 4350 psi) 

ÅTest pressure PT 450 bar (6525 psi) 

ÅMin burst pressure 900 bar ( 13050 psi ) 

ÅLifetime Europe     No Limit   (US 15 years) 

ÅUnderwater application DOT approved 

ÅHydrostatic pressure test Every 5th year 

ÅInside cylinder inspection Every 5th year 
   

DIVATOR LITE  
Cylinder Technical Data (3.4 liter, 72 cu feet)  



DIVATOR LITE 
Detachable  

Cylinder -pack  
weight  



ñBack to the originò  
Retro design of weights in brass or 

bronze alloys 



DIVATOR MK II 2  

>> Minimized design,  
     no protruding parts  

>> Few grips, all easy to reach 

>> By minimizing the operating  
     procedures the diver can 
     maintain focus on the mission  

>> The SCUBA is designed to 
     minimize the number of  
     failure modes, improving safety 



DIVATOR MK II 3  
>> Developed to endure extreme    
     temperatures.( 198 feet sea water at  
     29 ęF water temp by NEDU. EN 250.  
     50 meter. 62,5 l/m)  

>> Proven for use from  arctic to equator  

>> Finger tight fittings  

>> Designed to be used for contaminated  
     water diving  

>> Low breathing resistance  

>> Reserve air valve  



Divator MK II Mask,  

ñAGA Maskò 

>> Balanced breathing valve with 
     or without positive pressure  

>> Mutually centered inhalation  
     and exhalation diaphragm 
     eliminates WOB differences 
     caused by divers attitude 

>> Many years of operations in 
     freezing rapid currents  



>> Low volume visor, reduces 
     positive buoyancy  

>> Self-rinsing exhalation valve 

>> Easy to drain water from mask  

>> Low  dead air space 
     considerably reduces 
     re-inhalation of CO2 

>> Excellent for communication  



DIVATOR MASK 3  



 

 

>> Easily attached to a standard  
     Divator MK II Full Face Mask  

>> Fits a wide range of regulators  

>> A mechanical pressure switch  
     automatically activates the  
     LED HUD when the cylinder  
     pressure is below 870 psi  
     (55 bar)  

>> Deactivated below 145 PSI  
    (10 bar)  

DIVATOR HUD and DIVATOR ABV  



DIVATOR BCW  
WING TYPE BUOYANCY COMPENSATOR  
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